
KANENZO WOODEN COMPOSITE TECHNICAL SPECIFICATION 

 
PARQUET DECK 70 

 
Material: Wooden Composite Parquet Deck 70 made of High 

Density Polyethylene (HDPE) and Wood Sawdust 

Product Dimensions: Width: 70mm 

Height: 8mm 

Length: 1.3m-6m 

Appearance: 

 

 

 

 
• Wooden Composite Parquet Deck 70 product is composed of at least 60% wood sawdust, 30% 

HDPE (high density polyethylene), 10% binder and additives. 

 

• Parquet Deck 70 dimensions will be; Width; 70mm, Height; 8mm (±%5) and Length will be variable 

between 1.3m and 6m. 

 

• Product will have 6 parallel strips in 1.6mm deepness on the surface. 

 
• Grooves at product edges will have have (3,5mm) (±%5)  deepness, set(3,3mm) (±%5)  and 2,65mm(±%5) 

thickness. 

 
• Interior structure will be composed of filled material. There are no cells for resistance. 

 
• All surfaces of main profiles will have different non-slip patterns. 

 
• Parquet Deck 70 profile is easy to apply due to its attachable feature. 

 
• Our products are resistant to outdoor weather conditions, they do not shred, get mossed or splinter 

and they are antibacterial. 

 

• Our products can be recycled and do not contain carcinogen plastic and addition materials. 


